
產品名稱：  色差儀/取色器

測量結構：  D/8 ,包含鏡面反射光（SCI）

校         準：   自動

测试指标：  光譜反射率

          CIE-Lab,CIE-LCh,HunterLab,CIE-Luv,XYZ,Yxy,RGB

          色差(ΔE*ab,ΔE*cmc,ΔE*94,ΔE*00)

          白度(ASTM E313-00,ASTM E313-73,CIE/ISO,AATCCHunter,

          TaubeBergerStensby,ISO 亮度(R457))

          黃度 (ASTM D1925,ASTM E313-00,ASTM E313-73)

          黑度，沾色牢度,變色牢度,Tint(ASTM E313-00)

          色密度CMYK(A,T,E,M),同色異譜指數Milm    

光源條件： A,B,C,D50,D55,D65,D75,F1,F2,F3,F4,F5,F6,F7,F8

                    F9,F10,F11,F12,CWF,U30,DLF,NBF,TL83,TL84

視  場  角：  2°,10°  

測量光源：  LED (全可見光光譜範圍)

測量穩定度：dE*ab≤0.1

測量口徑：   8mm

測量時間：  小於1秒

電池容量：  單次充電可連續測量 10,000 次

屏          幕： 全彩顯示屏,135*240,1.14 英吋

接          口：  Bluetooth、USB

快速使用指南

基本參數

警告

·請勿嘗試拆卸或更換儀器內部零件,如需服務請聯繫代理商

   或官方客服。

·請勿將儀器放置於熱源或直接暴露在爐火旁。

·若任何液體不小心進入儀器，請立即關閉儀器電源。

·本產品及內部零件，如被兒童誤食可能導致窒息等危險。

合格證
已檢驗

名稱

取色器

性能故障

1、電源指示燈不亮（電池沒電除外）；

2、儀器開關卡滯，不能正常開關；

3、儀器顯示器無法正常顯示；

4、測量光源不亮;

5、藍牙無法連接。

性能故障表

保修說明

本產品售後服務嚴格依據，服務內容如下：

1、 自您簽收日起7日內，本產品出現《產品性能故障表》所列

       性能故障的情況，經由登華售後服務中心檢測確定，可免費

       享受退貨或換貨服務；

2、 自您簽收日起8-15日內，本產品出現《產品性能故障表》所列

       性能故障的情況，經由登華售後服務中心檢測確定，可免費

      享受換貨或維修服務；

3、 自您簽收日起12個月內，本產品出現《產品性能故障表》所列

       性能故障的情況，經由登華售後服務中心檢測確定，可免費

       享受維修服務。

1、未經授權的維修、誤用、碰撞、疏忽、濫用、進液、事故、

      改動、使用

     非本產品配件，或撕毀塗改標籤、防偽標記；

2、已超過三個月有效期限；

3、因不可抗力造成的破壞；

4、不符合《產品性能故障表》所列性能故障的情況；

5、因人為原因導致非本產品及其配件產生《產品性能故障表》

     所列性能故障。

色差儀/取色器
使用說明書

產品介紹

使用產品前請仔細閱讀本說明書，並妥善保管

屏幕

測試孔

校准蓋

測試按鈕

非保修條例

2.開機並測量

1.掃描二維碼獲取手機App

4.關機

單機測量

或

連接 APP 測量

L*:89.6
a*:75.9
b*:15.5

L*:89.6
a*:75.9
b*:15.5L*:89.6

a*:75.9
b*:15.5

3.单机如何测色差

測標準 測樣品，得出色差

Fail

進入樣品測量界面

长按2秒

L*:50.9
a*:13.5
b*:14.4

dL*: 2.8
da*: -1.5
db*: 1.9
dE*ab: 3.7

dL*:--
da*:--
db*:--
dE*ab:--

長按5秒

**參數如有修改，恕不另行通知

提示信息

因運輸過程中需用包裝箱保證產品運輸安全，建議自簽收日

起至少保留包裝箱30天。



Test aperture

Calibration Cover

Screen

Test button

ColorMeter Pro
Operation Instruction

Product introduction

Please read this manual carefully before using the 
product.

Quick guide

Parameters

Product name:                                                     ColorMeter Pro
Geometry and Angle:                                                     D/8-SCI
Calibration:                                                                   Automatic
Color Value:                                                Spectral Reflectance
                   CIE-Lab,CIE-LCh,HunterLab,CIE-Luv,XYZ,Yxy,RGB
                           ColorDifference(ΔE*ab,ΔE*cmc,ΔE*94,ΔE*00)
                 WI(ASTM E313-00,ASTM E313-73,CIE/ISO,AATCC
                      Hunter,TaubeBergerStensby,ISOBrightness(R457))
                         YI(ASTM D1925,ASTM E313-00,ASTM E313-73)
                             Blackness，Color fastness,Tint(ASTM E313-00)
                                            ColorDensity(CMYK(A,T,E,M)),Milm
                               Munsell,Opacity,Dye strength,ColorStrength
Light source:              LED(Full Scale Visible Wavlength Range)
Lighting condition: A,B,C,D50,D55,D65,D75,F1,F2,F3,F4,F5,F6
               F7,F8,F9,F10,F11,F12,CWF,U30,DLF,NBF,TL83,TL84
Angle of field:                                                                      2°,10°
Lighting source:             LED(Full Scale Visible Wavlength Range) 
Repeatability:                                                             dE*ab≤0.1
Aperture:                                                                              8mm
Measurement Time:                                                          ＜1sec
Battery:                                  10,000 continuous test per-charge
Screen:                                            ColorLCD,135*240,1.14inch
Interface:                                                        Bluetooth and USB

Warning

·Do not attempt to disassemble or replace any part of the equip-
    ment. Please contact the agent or official customer service for 
    after sales service.
·Do not place the equipment near heat source or directly expose to 
    the fire.
·If any liquid enters the equipment, please power off the equipment 
    immediately.
·This product contains small parts.It may cause suffocation and 
    other hazards,if swallowed by children,

Thank you for purchasing ColorMeter Pro
Qualified
Tested

Warranty instructions

Non warranty regulations
1.Unauthorized repair,misuse,accident,modification,use of non-
   official accessories.
2.Instrument is out of warranty.
3.Damage caused by force.
4.Not the performance failure listed in the product performance 
   failure table.
5.Performance failure caused by human factors.

Reminder
It is recommend that  keep the packing box for at least 30 days 
as the packing box is required to ensure the safety of transportation.

Product performance failure table

Name Performance failure

*Parameters are subject to change without notice

1.The equipment can't power on.

2.The equipment’s button can't work normally.

3.Equipment screen fails to work normally.

4.Equipment lightsource fails to work normally.

5.Bluetooth can't connect.

ColorMeter Pro

2.Power on and measure

1.Scan QR code to get mobile App

3.How to measure color difference 

Long press 5s

Power on

or

APP Measurement

4.Power off

Measurement 
standard

Measure the sample to 
get the color difference

Transfer to test 
the sample

Long press 2s 

L*:89.6
a*:75.9
b*:15.5

L*:89.6
a*:75.9
b*:15.5L*:89.6

a*:75.9
b*:15.5

L*:50.9
a*:13.5
b*:14.4

dL*: 2.8
da*: -1.5
db*: 1.9
dE*ab: 3.7

dL*:--
da*:--
db*:--
dE*ab:-- Fail

Manufacturer:              Hangzhou CHNSpec Technology Co.,Ltd
Address:              No.166,Wenyuan North Road,Jianggan District
                                                                              Hangzhou,China
Tel:                                                                  +86 571 85888707
Website:                                                          www.chnspec.com

Contact


